Verbal Responses (Ground)

Before Exterior Inspection

FCP: “One pin in, one pin out, off, down, normal, normal, OBOGS off, plungers and latches are good, pubs are good.”
RCP: “ISS solo, one pin in, one pin out, off, down, normal, normal, OBOGS off, plungers and latches are good, pubs are good.”
Cockpit

1. Strap in……………………”Legs, lap, seat kit, shoulders, harness, hoses, helmet”

6. Flight Controls...…...……..”Feet and knees clear”

7a. Lamp Check…...”My lamps check good”

7d. Fire Detection……………”Fire 1, Fire 2”

25. Generator Switch………...”My generator switch is off”

Engine Start

1. Canopy……….…”Rail clear, pin box closed”

5. Propeller area…...”Prop clear, Crew Chief, fire bottle, no servicing, ready to start”

Before Taxi

8.   OBOGS…………………………..”On, normal, normal, good blinker” 

12. Speed Brake…………..………….”Speed brake light’s ON”
13a. Flaps………….............................”Speed brake light’s OUT

18. Altimeters………………………...”xx.xx Set twice showing _____ over_____”

19. Ejection seat safety pin…………...”Pin removed and stowed”

20. ISS mode selector…………………”ISS BOTH”

21. Caution & Warning panel…………”Panel’s clear”

Taxi

2. Brakes (FCP)………………..……”My brakes check good, check your brakes”

                (RCP)…………..…...…….”My Brakes check good”

3. Heading and turn and slip……..….”Needle R/L, Ball L/R, Two headings inc/dec”

R-NEWS

RAIM – check on STAT pg 5

Navaids/Needles – Tune navaids/headings (White set to VOR, Magenta set to GPS) 

Emergencies – Consider pattern status, engine failure, wx mins for ELP, etc…
Wx/Winds – Discuss surface winds and probable pattern conditions
Sid – Review/open IFG to appropriate page

Before Takeoff

8. Ejection seat safety pin…………….”Pin removed and stowed”

Lineup Check (P-PANE)
Panel (Caution and Warning) – clear (possible “anti-ice”)

Probes anti-ice - On

ALT – set on transponder

Nose wheel steering – OFF, once nose is aligned down the runway

Exterior lights – check on



Verbal Responses (In-flight)

After Takeoff

1. Gear………………………..”Two climbing, good engine, gear clear”

                                                 “Gear & flaps up at (read airspeed)”

Climbing (passing 10K)

1. OBOGS………………….”On, normal, normal, good blinker” Altitude – 8K
3. If RCP is PF……………..”Confirm defog (on/off) and vent in (foot/canopy)”

        FCP responds………....”Defog is (on/off), vent in (foot/canopy)”

Operations Check (HEFOEP)

4. OBOGS………………….”On, Normal, normal, good blinker”

In/Out of Area (FENCE)
               
SPINS (ELF)

Fuel – check


    Engine - check

Engine – check


  “Loose items stowed, Harness checked”

Navaids/NACWS – set

    Fuel – check

Comm/Checks – set, completed

Equipment – G-suit connected and functioning and loose items stowed

Descent 

1. Heading & attitude systems…”Good heading & attitude”

2. Altimeters………………..…..”XX.XX set twice”

3/4. Defog switch/Vent control lever (If RCP is pilot flying):
        RCP………………………..”Confirm defog (on/off) and vent in (foot/canopy)”

        FCP responds………...…....”Defog is (on/off), vent in (foot/canopy)”

Before Landing

3/4. Gear/Flaps…”Below 150, gear clear; Check handle down, three green, flaps__”
                            “Handle checked down, three green, flaps__” (UP, TO, LDG)

After Landing

1. Ejection seat safety pins…………”Pin In, Confirm ISS Solo”

Engine Shutdown

Once Engine Shutdown checklist is complete…...….”Loose items stowed, rail clear”
Enroute; prior to FAF (DR WHO)
Base to LOC (ODLIDS)

Descent Check



OBS (as required)

Review approach



DME hold

Weather (ATIS, Metro, FSS)


Localizer

Holding




Inbound course

Obtain Clearance



Descend / Display






Speed

Mult. Appr (2xNORM)
GPS Approach (OLDRODO)   Proc. Turn (CATO)
Navaids


Out of OBS (as required)
     Course Inbound

Ops Check

Load Approach

     Altimeter

Review Approach

Direct


     Turn Direction

Minimums

RAIM Check 

NACWS


OBS (as required)

OBS


Display; Nav, nav, map, composite

RAIM


Out of OBS (as required)

Missed/Climb out






